
INTERSECTION PEDESTRIAN TABLE2294 2294

DETAIL NO.DETAIL NO.

\ of Roadway12" Reflective

White Marking

12"

\ of Travel

Lane

Edge of

Pavement

Chevron Detail

Rotomill Existing

AC Pavement

Varies

6’ Solid White

Chevron Typ.

See Detail Above

New AC Pavement

(A-12.5)

Concrete Curb

MAG DET 222

Type ’A’, h=6"

Concrete Roll Curb & Gutter 

MAG DET 220, Type ’C’, h=6"

Transition Per MAG DET 221

Edge Stripe

Section B-B

Exst AC

Pavement

Concrete

Sidewalk

Concrete 

Curb, h=6"

MAG 222Section A-A

Exst AC

Pavement

12’

4" Surface

Course 

(A-12.5)

2" Surface

Course 

(A-12.5)

4’

Rotomill 0"

to 2" Typ.

2’

Posted

Speed

Limit

Taper

Rate

25

 

30

 

35

11:1

 

15:1

 

21:1

Taper Rate Varies

for Posted Speed

See Table

Type "G" White One-Way

Reflective Raised

Pavement Marker Per

COS Det 2132 and ADOT

M-19, Typical, Both Sides

Match Existing Striping

Standard Details

City of Scottsdale
APPROVED BY:

Scottsdale Standards &
Specifications Committee

2.4’

8’ 12’ 8’Varies12’ 10’

W5-1 30"x30"

Road Narrows

150’-200’ Typ.

Detectable Warning

Per COS Det 2231  

W5-1 30"x30"

Road Narrows
150’-200’ Typ.


